
Cleaning Water Nozzles 
 

Facility: Written By: Approved By: Date Created: Date of Last Revision 

     

 

 Hazards Present: PPE or Devices  Required: Additional Training Required: 

 Pressurized water Steel Toed Boots  

 Hard Hat  

 High Vis Vest  

 Long shirt/pants  

   

 

Safe Work Procedure: 

 
 

1) Pre start up inspection to make sure everything is in place 
2) Make sure safety chains are hooked before walking along side 
3) Contact operator before approaching cleaning area while in eye contact with operator, outside nozzles 

can be cleaned while machine is working without entering the danger area under the machine. 
4) To clean the interior nozzles, machine but be SHUT OFF. Make sure operator is aware that you are 

cleaning the interior nozzles 
5) Contact operator immediately after cleaning is done to show area is clear 

 
 

 
If an emergency situation occurs while conducting this task, or there is an equipment malfunction, engage the 

emergency stop and follow the lock out procedure 
 

REPORT ANY HAZARDOUS SITUATIONS TO YOUR SUPERVISOR 
 

Guidance Documents/Standards: 
 

MB Workplace Safety & Health Act & Regulations: 
  

 

This Safe Work Procedure will be reviewed any time 
the task, equipment or materials change and at a 

minimum of every three years 

Reviewed By WSH Committee: 
 
 
Date: 
 

 

 

 


