
Culvert Inspection 
 

Facility: Written By: Approved By: Date Created: Date of Last Revision 

     

 

 Hazards Present: PPE or Devices  Required: Additional Training Required: 

Vehicle traffic Coveralls, Gloves  

Pedestrian traffic Hard hat  

Slips, trips, falls Safety Glasses  

Moving equipment Steel toed boots  

 Hi Vis Vest  

 

Safe Work Procedure: 

 
1) Assess the location and observe the location to identify hazards and traffic flow 
2) Walk along ditch lines inspecting the culverts. One person should be on each side of the road. 
3) Clear blockages. Pile waste material for pick up 
4) Load waste material for disposal. 
5) Dispose of waste material in an approved manner.  

 
 
 
 

 
If an emergency situation occurs while conducting this task, or there is an equipment malfunction, engage the 

emergency stop and follow the lock out procedure 
 

REPORT ANY HAZARDOUS SITUATIONS TO YOUR SUPERVISOR 
 

Guidance Documents/Standards: 
 

MB Workplace Safety & Health Act & Regulations: 
  

 

This Safe Work Procedure will be reviewed any time 
the task, equipment or materials change and at a 

minimum of every three years 

Reviewed By WSH Committee: 
 
 
Date: 
 

 

 


