
Fence Repair  

Facility: Written By: Approved By: Date Created: Date of Last Revision 

     

 

 Hazards Present: PPE or Devices  Required: Additional Training Required: 

Slips Coveralls, Gloves  

Falls Safety Glasses  

Cuts/scrapes Steel Toed Boots  

 Hi Vis Vest  

 

Safe Work Procedure: 

 
 
 

1) Inspect the fence line for damage and potential problems (i.e overhanging branches, fallen trees) 
2) Repair or replace bent and/or broken posts, braces or structural components. 
3) Repair and/or restretch fabric and reconnect. 
4) Remove overhanging branches of adjacent dead tree/limbs that might fall on fence line 
5) Check gates for proper swing, fit, wear and structural soundness. 

 
 
 

 
If an emergency situation occurs while conducting this task, or there is an equipment malfunction, engage the 

emergency stop and follow the lock out procedure 
 

REPORT ANY HAZARDOUS SITUATIONS TO YOUR SUPERVISOR 
 

Guidance Documents/Standards: 
 

MB Workplace Safety & Health Act & Regulations: 
  

Part 22 Powered Mobile Equipment 

This Safe Work Procedure will be reviewed any time 
the task, equipment or materials change and at a 

minimum of every three years 

Reviewed By WSH Committee: 
 
 
Date: 
 

 


